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Setting up the Configuration File – Part 1 (Open Remote)

Note:  This procedure assumes the hardware unit has been properly set up, all cables attached, and the device is powered on.
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Once the device is ready, start the Configurator program on the workstation you are using for this procedure.  
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Select Open Remote Config… from the File dropdown menu.
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Perform the scan function to determine the MAC address of the device.  Be sure to copy the address correctly as it is needed to generate the key necessary to load the file.
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4. Once the desired unit is displayed in the remote IP Address box, click OK.

Setting up the Configuration File – Part 2 (General Setup)

NOTE:  You must enable bridging so that it is possible for the wireless devices to communicate with one another.

1. Click on setup, general setup.  

[image: image6.png]10.1.0.2; idge/Brouter Configuration Program [-[ofx]
Ele_View | Seup Moritor Andbze Help
= & GMEETHE|
Biidge Selup
IP Setup.
SNMP Setup,
56t 510Dl OF e e fostse [ NOM|





2. Make sure that the checkbox for ‘enable bridging’ is checked.
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Setting up the Configuration File – Part 3 (Interface Setup)
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Click on setup, Interface setup.  

2. Make sure that the Wireless interface is enabled.  Click on the button for the wireless interface.  
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Make sure that the WaveLAN Network Name is set to your network name.  Additionally, make sure that Mobile Ethernet Converter is checked.

Setting up the Configuration File – Part 4 (Interface Setup)

NOTE:  The Learned Table Lockdown feature will allow you to only include the computers in the network that you desire to include if the users are limited.
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Click on setup, bridge setup.
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Click on Advanced Features
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Make sure that Enable Learned Table Lockdown is not checked.

Setting up the Configuration File – Part 5 (IP Setup)
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Click on Setup, IP Setup

2. Make sure that your IP address, Subnet mask, etc. are setup correctly for your network.
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Setting up the Configuration File – Part 6 (SNMP Setup)

1. Click on Setup, IP Setup
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Make sure that your system name and system location are setup correctly.

Setting up the Configuration File – Part 7 (Saving)

1.  To save your changes, click on File and then Save config.
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